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GG500545CUSTOMER REF.

DESCRIPTION

APPROVED

BY

TOLERANCE REF: DOC-A087

N° MODIFICATIONDATE Approved by

CODE N°

DESIGNED

BY

DATE

SCALE

A 30/06/2015 Added note for welding Donegà

N° DATE MODIFICATION Approved by

A

INDEX

DOC-A116 Rev.C

Painting: NOT PAINTED

Max Working Pressure 220 Bar. Working temperature from -20C to +80C  Max working speed 0,5 m/s

Weight

9 kgCylinder Marked FA MONTH/YEAR  500545

CUSTOMER APPROVAL
APPROVED BY APPROVAL DATE

2323

304

14,4

10020820

25n - 0,01
0+

56

50

682L.min=   L.max=1145  STROKE=463

25n - 0,01
0+

5550
Ø

60
Ø

20
Ø

G 1/8 - 

v n17 x 1

G 1/8 - 

v n17 x 1

60°60°
CAVITY T-11ACAVITY SAE08-2

3/
4-

16
 U

N
F M20x1.5

14,4

28 26

42

n50

Sealing Kit Code 35105020

n10Pipe x1,5
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Point of welding
for fixing pipe.

Point of welding
for fixing pipe.

MARKED 500545
FAROIL MONTH/YEAR
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Welded on
both sides
for all the
length 100 mm
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