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DIAPHRAGM ACCUMULATOR HST0,8/M33-12

HST0,8-M33-12

HST0,8/M33-12
MODEL

Modello

ASME VIII Div.1 Ed. 2015
DESIGN CODE

Codice di progetto

300 barg
DESIGN PRESSURE

Pressione di progetto

as design pressure
MAWP

Pressione massima ammissibile

390 barg
TEST PRESSURE

Pressione di prova

+90 °C
DESIGN TEMPERATURE

Temperatura di progetto

-40 °C
MDMT

Temperatura minima

0,8 L
CAPACITY

Volume

~ 6 kg
EMPTY WEIGHT

Peso  a secco
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REVISION HISTORY

REV DESCRIPTION DATE ISSUED

BILL OF MATERIALS / Distinta materiali

Pos. Q.ty Description Material

1 1 Nitrogen valve Carbon steel

2 1 Top Head Carbon steel

3 1 Shell/Bottom Head Carbon steel

4 1 Bladder NBR-LT

5 1 VS18-M33-12 Carbon steel

N2 GAS FILLING VALVE5/8"UNFTHREADEDA

PROCESS PORTM33x1.5THREADEDB

CONNECTIONS LIST /  Lista delle connessioni

ServiceDescriptionTypePos

Detail B

Detail A

5/8"UNF

HST0,8M+LT+NS18

CE Ex II 2 G/D

According to:

97/23/CE - PED

94/9/CE - ATEX Group II cat 2

CU-TR

SELO (China)
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