
Gauge connectors

Female thread: BSPP thread, cylindrical
Sealing type: Seal-edge ring (Form B)

Tube coupling: 24° in acc. with ISO 8434-1
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Order-No. Designation

L 6 G 1/4 PN 315 18.8 4 29 7.5 19 4.6 14.5 3.4 0142002081 24-PGS-L6-IG1/4B

L 8 G 1/4 PN 315 18.8 4 29 7.5 19 4.6 14.5 3.6 0142052081 24-PGS-L8-IG1/4B

L 10 G 1/4 PN 315 18.8 4 30 8.5 19 4.6 14.5 3.9 0142102081 24-PGS-L10-IG1/4B

L 12 G 1/4 PN 315 18.8 4 30 8.5 19 4.6 14.5 4.0 0142152081 24-PGS-L12-IG1/4B
 
S 6 G 1/2 PN 630 26.8 4 38 11 27 5.2 20 8.2 0142502081 24-PGS-S6-IG1/2B

S 8 G 1/4 PN 630 18.8 4 31 9.5 19 4.6 14.5 4.2 0142562081 24-PGS-S8-IG1/4B

S 8 G 1/2 PN 630 26.8 5 38 11 27 5.2 20 8.5 0142552081 24-PGS-S8-IG1/2B

S 10 G 1/2 PN 630 26.8 5 38 10.5 27 5.2 20 8.8 0142602081 24-PGS-S10-IG1/2B

S 12 G 1/4 PN 630 21.8 4 31 9 22 4.6 14.5 6.2 0142662081 24-PGS-S12-IG1/4B

S 12 G 1/2 PN 630 26.8 5 38 10.5 27 5.2 20 9.0 0142652081 24-PGS-S12-IG1/2B
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http://www.voss-fluid.com



